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Existing paved edge

2.1m width to be retained
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Possible location of

sculpture

1.0m

1.0m

Weed free planting beds prepared for perennial and ornamental

grasses planting, 300mm depth of improved top soil (374m

2

), see

also detail

Preparation of 350mm diam pit of improved top soil for shrub planting.

400mm deep, see detail.

Existing Hornbeam trees to be protected and retained. Pruning

to lower branches to be done Summer/early Autumn.

Legend

50mm depth bark mulch, Organic Soil Enricher Mulch from

mulch.ie. Applied on completion of planting.

Existing paving to be powerwashed and joint silica sand reapplied.

Possible sculpture locations, eg. local heritage/culture inspired pieces-

foundations by others

Notes:

This drawing to be read in conjunction with other drawings and

specifications issued with this tender.

Contractor responsible for locating and screening for services

before starting work on site

Include for all existing grass, barkmulch, trees and weed barrier

and any other arisings to be removed and disposed of off site

Add in an average of 5cm good quality

additional top soil.  Apply Fastgrow Natural

Seeweed Fertilizer at a rate of 1.5 cups per

metre squared.  Rotovate to finish level.

Perennial planting to be carried out in

Aug/September into weed free soil.

Soil preparation for planting beds Scale 1:20 (A1)

Existing ground to be prepared to a weed

free level grade to an approximate depth of

300mm. Existing vegetation and all weeds

to be removed off of site. Cultivated finish.

400mm depth high quality

topsoil to be approved by

LA. Work in Fastgrow

Natural Seaweed Fertilizer

pellets 1.5 cup per shrub.

Shrub Planting Scale 1:20 (A1)

50mm fine grade soil

organic soil enricher

mulch by www.mulch.ie.

Applied on completion of

planting

Decompacted ground to

300mm (using eg.

mechanical digger)

Plant bulbs

150mm deep

Excavate the planting hole and

position same material

afterwards on top of the bulb.

150mm

Bulb planting Scale 1:20 (A1)

600mm

Existing soil prepared

for perennial planting

50mm fine grade organic soil enricher

mulch by www.mulch.ie. Applied on

completion of planting
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Note: No scaled measurements to be taken from this drawing, written dimensions only.

Scales are indicative only and can vary with different printing and photocopying methods.

This is not a construction document.

Further specification, measurements and levels can be provided at Tender or Construction phases as required by the client.
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